
PLASTIC  SEAL

TECHNICAL  DATA

MATERIAL PP Polymer engineering grade with Metal Jaw-Lock insert of

Stainless Spring Steel .

CHARACTERISTICS It is a smooth ribbon seal and has a metal insert providing more

security .  For openings of 2 .5 mm and more .

DIMENSIONS Total Length Seal 315mm .  Working Length 260mm + Flag 55mm .

Tag for marking 20mm X Width 50mm .

PRINTING & LOGO Visible and durable logo/ name printing can be done via laser

marking .  

SERIALISATION Barcoding and sequential numbering can be done up to 6 or 7

digits by laser marking ,  or customised as per requirement .

APPLICATIONS

Ideal for sealing and securing of :  Trailers ,  Trucks ,  Containers ,

Railcars ,  Steel and Plastic Tanks ,  Drums ,  Cabinets ,  Galley Carts for

Air Lines ,  Cash Pickup ,  ATM ,  Super Markets ,  Chemical ,  Mining ,

Shipping ,  etc .

AVAILABLE FORMATS Available in mats of 10 .

 
Available in White/ Green/ Orange/ Yellow/ Light Blue/ Off-white 

 and also customizable as per request .

PACKING & TRANSPORT Strong corrugated cartons

COLOURS AVAILABLE 
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